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Proposed Ecoroof Standard

Proposed Standard:
• Requires ecoroof on new 
buildings at least 20,000 sq ft

• 60% of the roof area must be 
ecoroof 

• Exemptions: mechanical 
equipment, solar panels, 
skylights, fire evacuation 
routes

Testimony received:
• Increase required ecoroofs 
percentage

• Reduce the threshold to 10,000 
sq ft

• Provide space for amenities

• Cost impacts 

• Consider white roofs
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Benefits of Ecoroofs

• Reduce stormwater runoff
• Flexible and space‐ efficient 
• Improve air quality
• Keep the Central City cooler
• Reduce building energy use 
• Attract birds and pollinators 
• Increase urban greenspaces 
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Application of Ecoroof Standard
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Application of Ecoroof Standard

• ~38% of the rooftop available 
for other amenities

• Two sites are proposing 
ecoroofs at 66% and 78%

• Both also have outdoor spaces

• Applying the standard would 
result in ~80,000 sq ft of total 
ecoroof (1.8 acres)
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Ecoroof vs other roof types



Cost Impacts of Ecoroofs

• Costs are more initially but nearly 
same over 40 years

• There is a wide range of cost: 
functional vs functional + 
attractive

• CC2035 standard comes close to 
meeting all stormwater 
requirements
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Life Cycle Costs – 40 Year Net Present Value



9

Cost Analysis Assumptions

A membrane is included in both 
scenarios.

Asset life: 
• Conventional roof = 20 yrs
• Ecoroof = 40 yrs
• Stormwater planter = 30 yrs

Costs ‐ Design, construction, 
maintenance, replacement
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Variability in Ecoroof Cost and Quality


