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MP-1E EXTRUDED ALUMINUM
CHANNEL TO MATCH MP-1

GL-3 GLASS IGU
SHADOWBOX

BUILDING DETAILS  EAST AT GARAGE SCALE: 1/4” = 1’

SECTION
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WW FIBERGLASS
WINDOW, TYP

GL-1 GLASS IGU

MP-2 METAL PANEL 2

M-2 ALUMINUM ANGLE

MP-1 METAL PANEL 1

MP-1E EXTRUDED ALUMINUM
CHANNEL TO MATCH MP-1

OFFICE LEVEL 8
212' - 6"

OFFICE LEVEL 9
226' - 6"

OFFICE ROOF LEVEL
241' - 3"

T/O PARAPET
244' - 9"

GREEN ROOF TRAY 
SYSTEM

MP-2 METAL PANEL 

18
' - 

3"
14

' - 
0"

TY
P

9' 
- 6

"
1' 

- 6
"

MP-1 METAL PANEL 1

M-2 ALUMINUM ANGLE

3' - 0"4' - 0"

TY
P

1' 
- 0

"

BUILDING DETAILS  EAST, TYPICAL SCALE: 1/4” = 1’

SECTION
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MP-1E EXTRUDED 
ALUMINUM CHANNEL 
TO MATCH MP-1

MP-2 METAL 
PANEL 

M-2 ALUMINUM 
ANGLE 

PV ARRAY BEHIND 
EXISTING SCREEN 
WALL, SHOWN 
DASHED

PERFORATED 
METAL PANEL 
SCREEN WALL, 
EXISTING

TOP OF EXISTING 
FORMED METAL 
COPING

M2 ALUMINUM 
CHANNEL

MP-1 METAL PANEL 1

OFFICE LEVEL 6
184' - 6"

OFFICE LEVEL 5
170' - 6"

14
' - 

0"
2' 

- 4
"

STICK-PIN 
INSULATION 
SOFFIT

PV PANEL ARRAY ON 
GALVANIZED TUBE 
STEEL TRELLIS SYSTEM

MP-1 METAL PANEL,  
BEYOND

9' 
- 6

"
1' 

- 6
"

PERFORATED 
METAL PANEL 
SCREEN WALL, 
EXISTING

FORMED METAL 
COPING, 
EXISTING

EXISTING 
PARKING RAMP

EXISTING LIGHT FIXTURES 
REINSTALLED AT PV 
TRELLIS SUPPORTS

CONCRETE 
POST BASE,
EXISTING

PV SUPPORT 
POST

M-2 ALUMINUM ANGLE

MP-2 METAL PANEL 2

MP-1 METAL PANEL 1

M-2 ALUMINUM ANGLE

BUILDING DETAILS  SOUTH AT GARAGE SCALE: 1/4” = 1’

SECTION
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OFFICE LEVEL 8
212' - 6"

OFFICE LEVEL 9
226' - 6"

OFFICE ROOF LEVEL
241' - 3"

T/O PARAPET
244' - 9"

GL-4 GLASS 
GUARDRAIL

MP-2 METAL PANEL 

CW GLASS 
CURTAINWALL

GREEN 
ROOF TRAY 
SYSTEM

MP-1 METAL PANEL

3' 
- 6

"
14

' - 
9"

TERRACE

TY
P

9' 
- 6

"
1' 

- 6
"

14
' - 

0"

3' 
- 6

"

T2 COVE SOFFIT LIGHT

GL-3 GLASS IGU
SHADOWBOX

ROLLER 
WINDOW SHADE

M-4 METAL CANOPY
(BIFACIAL PV SOFFIT)

11
' - 

7 1
/8" MP-1E EXTRUDED 

ALUMINUM CHANNEL 
TO MATCH MP-1

GL-1 GLASS 
IGU

WW FIBERGLASS
WINDOW, TYP

GL-4 GLASS GUARDRAIL

MP-1 METAL PANEL 1
MP-2 METAL PANEL 2

CW GLASS CURTAIN WALL

GL-3 GLASS IGU
SHADOWBOX

M-4 METAL CANOPY
(BIFACIAL PV SOFFIT)

MP-1E EXTRUDED 
ALUMINUM CHANNEL TO 
MATCH MP-1

MP-1E EXTRUDED 
ALUMINUM CHANNEL TO 
MATCH MP-1

M-2 ALUMINUM ANGLE

TYP
3' - 0"

TYP
5' - 0" MP-2 PANEL ANGLE MIRRORED AT 

LEVELS BELOW

TY
P

1' 
- 0

"

BUILDING DETAILS  SOUTH TERRACE SCALE: 1/4” = 1’

SECTION

WW FIBERGLASS
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BALCONY, TYP

MP-1 METAL PANEL 1

GL-1 GLASS IGU

M-2 ALUMINUM ANGLE

CW GLASS CURTAIN WALL

GL-3 GLASS IGU
SHADOWBOX

GL-4 GLASS GUARDRAIL

M-4 METAL CANOPY
(BIFACIAL PV SOFFIT)

MP-1 METAL PANEL 1

MP-2 GUARDRAIL

MP-1E EXTRUDED 
ALUMINUM CHANNEL 
TO MATCH MP-1

OFFICE LEVEL 9
226' - 6"

OFFICE ROOF LEVEL
241' - 3"

GL-3 GLASS IGU 
SHADOWBOX

GREEN ROOF TRAY SYSTEM
T/O PARAPET

244' - 9"

CW GLASS 
CURTAINWALL

STRUCTURAL 
BRACED FRAME

3' 
- 6

"
14

' - 
9"

BEYOND
MP-1 METAL PANEL 1

MP-2 AT GUARDRAIL
AND SOFFIT BELOW

BUILDING DETAILS  SOUTH BALCONY SCALE: 1/4” = 1’

SECTION
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PERFORATED METAL 
PANEL SCREEN WALL, 
EXISTING

FORMED METAL 
COPING, EXISTING

MP-1 METAL PANEL 1

M-2 ALUMINUM ANGLE

T2 CONTINUNOUS 
LINEAR WALL WASH 
INTEGRATED WITH MP-1 
AT RETURN

MP-2 METAL PANEL 2

CW GLASS CURTAIN WALL

MP-1E EXTRUDED 
ALUMINUM CHANNEL 
TO MATCH MP-1

M-2 ALUMINUM ANGLE

PERFORATED METAL PANEL 
SCREEN WALL, EXISTING

4' - 0" 4' - 0"

EXTEND EXISTING 
FORMED METAL PANEL

TY
P

1' 
- 0

"

OFFICE LEVEL 6
184' - 6"

OFFICE LEVEL 5
170' - 6"

PERFORATED METAL 
PANEL SCREEN 
WALL, EXISTING

FORMED METAL 
PANEL , EXISTING

14
' - 

0"

M-2 ALUMINUM ANGLE

BUILDING DETAILS  WEST AT GARAGE SCALE: 1/4” = 1’

SECTION
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OFFICE LEVEL 9
226' - 6"

T/O PARAPET
244' - 9"GREEN 

ROOF TRAY 
SYSTEM

CW CURTAINWALL SYSTEM

T2 COVE SOFFIT LIGHTS 
EACH SIDE

GL-4 GLASS 
GUARDRAIL

PEDESTAL PAVER

MP-1 METAL PANEL 1

3' 
- 6

"
11

' - 
3"

1' 
- 8

"
1' 

- 1
0"

18
' - 

3"

ROLLER 
WINDOW SHADE

M-4 METAL CANOPY WITH
BI-FACIAL PV ARRAY

MP-2 METAL PANEL 2 MP-1 METAL PANEL 1MP-1 METAL PANEL 1

T2 CONTINUNOUS 
LINEAR FIXTURE 
INTEGRATED WITH 
MP-1 AT RETURN

GL-4 GLASS GUARDRAIL

CW GLASS CURTAINWALL

GL-3 GLASS IGU 
SHADOWBOX

WW FIBERGLASS
WINDOW, TYP

M-4 METAL CANOPY WITH
BI-FACIAL PV ARRAY

MP-1E EXTRUDED 
ALUMINUM CHANNEL 
TO MATCH MP-1

MP-1E EXTRUDED 
ALUMINUM CHANNEL 
TO MATCH MP-1

MP-1 METAL PANEL 1MP-1 METAL PANEL 1

BUILDING DETAILS  WEST AT TERRACE SCALE: 1/4” = 1’

SECTION
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grid

WEEPS HOLES AT 12" O C

3/8" POWDER COATED ALUMINUM 
BENT PLATE, W/ NON-CONTINUOUS 
FIBERGLASS THERMAL BRAKE AND 
STAINLESS STEEL FASTENERS

WALL ASSEMBLY
 MP-1V ALUMINUM COMPOSITE OR HONEYCOMB PANEL 
WITH CUSTOM 3 COAT MICA FINISH

 3" MINERAL WOOL
 VAPOR BARRIER
 5/8 EXTERIOR SHEATHING
 6" METAL STUD FILLED W/ 3 1/2" BATT INSULATION
 5/8" GYPSUM BOARD 

INTERNAL STIFFENER FRAME AS 
RE UIRED (TBF BY ACM MANF ), 
ADHERED WITH SILICONE ADHESIVE 

1 1/8"

MINERAL WOOL 

FIRE RATED 
DEFLECTION HEAD

EDGE OF PANEL MP-1V BEYOND

STEEL BEAM

SPRAY ON 
FIREPROOFING

WALL BASE

FLOOR FINSH

FLEXIBLE FLASHING

1' - 1 1/4" 4 1/2" 3 7/8" 4 1/8" 7 3/8"

MP-2  THIS IS ACCEPTABLE AS ANY OF THE FOLLOWING
 ACM (DETAILING SHOWN)
 FORMED METAL PANEL
 HONEYCOMB PANELS

FINISH TO BE COIL COATED 2-COAT CUSTOM MICA

STEEL BEAM

SPRAY ON 
FIREPROOFING

WALL BASE

FLOOR FINSH

FIBERGLASS WINDOW SYSTEM, BY 
CASCADIA, ALPEN, OR DUXTON 
(INTERIOR GLAZED RE UIRED)

MP-1H  THIS IS ACCEPTABLE AS ANY OF THE FOLLOWING
 ACM (DETAILING SHOWN)
 FORMED METAL PANEL
 HONEY PANELS

FINISH TO BE COIL COATED 3-COAT CUSTOM MICA

PAINTED WOOD 
SILL  AMB 
BEYOND

1/4" RECESSED 
CAULKING

BLOCKING AS 
RE UIRED

CONTINUOUS ANGLE THROUGH BOLTED 
SLOTTED CONNECTION FOR PANEL 
ATTACHMENT, THERMALLY BROKEN CLIP TO 
SUBSTRATE IS AN ACCEPTABLE ALTERNATIVE

MP-1H TRIM

FIRE RATED 
DEFLECTION HEAD

3/8" POWDER COATED ALUMINUM 
BENT PLATE, W/ NON-CONTINUOUS 
FIBERGLASS THERMAL BRAKE AND 
STAINLESS STEEL FASTENERS

FIBERGLASS CLIP (GREEN GIRT CLIP SHOWN) OR 
ALTERNATIVE 85  EFFICIENT ATTACHMENT SYSTEM

1' - 9 5/8"

FIBERGLASS CLIP (GREEN GIRT CLIP SHOWN) OR 
ALTERNATIVE 85  EFFICIENT ATTACHMENT SYSTEM

FLEXIBLE FLASHING

grid

1' - 0 1/2"

8 3/8"
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BUILDING DETAILS  METAL PANEL SECTIONS SCALE: 11/2” = 1’0”

SECTION AT MP1 (ANGLED METAL PANEL) SECTION AT MP1 AND MP2 (FLAT METAL PANEL)

MP-1 TRIM

M-2 ALUMINUM ANGLE

MP-2 METAL PANEL

MP-1 METAL PANEL

MP-1 METAL PANEL

M-2 ALUMINUM ANGLE



CUSTOM ALUMINUM EXTRUSION, 
POSTED PAINTED 3-COAT CUSTOM 
MICA TO MATCH MP-1V

dg
 

 

EXTRUSION 
ALTERNATE A

1/4" 11 1/4" 1/2"

3/4
"

3 3
/4"

3" 1/4" 11 1/4"

3"

FASTENER 
LEGS

FASTENER 
LEGS

dg
 

 

FIBERGLASS CLIP (GREEN GIRT CLIP 
SHOWN) OR ALTERNATIVE 85  
EFFICIENT ATTACHMENT SYSTEM

7 3/8" 1/2"

3/4
"

3 3
/4"

3"

1' - 6 3/4"

MP-1E EXTRUDED ALUMINUM CHANNEL MP-1E EXTRUDED ALUMINUM CHANNEL

MP-1 METAL PANEL MP-1 METAL PANEL

SCALE: 11/2” = 1’0”
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PLAN AT WINDOW JAMB 

(MP1 ANGLED METAL PANEL)
PLAN ABOVE WINDOW HEAD

(MP1 ANGLED METAL PANEL)

BUILDING DETAILS  METAL PANEL PLANS



NE MULTNOMAH STREET

NE HOLLADAY STREET

N
E

 2
N

D
 A

V
E

N
U

E

N
E

 1
S

T
 A

V
E

N
U

E

LOBBY

ENTRY

EXISTING 

PARKING 

GARAGE
L

O
W

E
R

 L
E

V
E

L

L
E

V
E

L
1

LOADING
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LANDSCAPE PLAN  1” = 30’0”

STAINED CONCRETE PLANTERS (HEIGHT VARIES)

EXISTING STREET TREES, TYP.

BRICK PAVING, HOLLADAY STREET STD, TYP.

TERRACED PLANTERS

LEVEL 1  TERRACE

LOWER LEVEL ENTRY, EXISTING TENANT SPACE

CONCRETE SIDEWALK, DISTRICT STANDARD

VEHICULAR ENTRY

PARKING GARAGE ELEVATOR ENTRY

BUILDING CANOPY

STREET TREES IN PLANTED TREE STRIP, TYP.
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1” = 30’0”CIVIL PLAN  EXISTING GARAGE AND RIGHTOFWAY

UP

UP

LOBBY

ENTRY

UP

LOBBY

ENTRY

LOADING

LOBBY

ENTRY

EXISTING 

PARKING 

GARAGE

LOADING
SCOPE OF WORK
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1” = 10’0”CIVIL PLAN  GRADING PLAN



8

7

6

1

2

3

4

5
34

’-
0”

15
’-

0”
29

’-
0”

15
’-

0”
15

’-
0”

15
’-

0”
29

’-
0”
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DN

UP

UP

UP

UP

DN

UP

UP

UP

JA B C D E F G H

15’-0” 26’-0” 28’-0” 28’-0” 28’-0” 28’-0” 26’-0” 15’-0”

LOBBYEXISTING 
TENANT 

SPACE

EXISTING 
PARKING 
GARAGE

T1   INGRADE UPLIGHT

The office building incorporates an integrated 
lighting approach to support a cohesive 
streetscape environment that complements 
the lighting strategy of the existing parking 
garage. The subtle uplight on the glass entry 
and canopy at the lobby draws pedestrian 
interest and highlights the entry corner.

EXTERIOR LIGHTING  LEVEL 1 1” = 30’0”

SHOWER/

LOCKER FACILITY



LU 19 -152117  DZM100  MULTNOMAH  OFF ICE  BUILDING Exhibit C.37

UP

JA B C D E F G H

1

2

3

4

5

BALCONY

TENANT SPACE

JA B C D E F G H

1

2

3

4

5

15’-0” 26’-0” 28’-0” 28’-0” 28’-0” 28’-0” 26’-0” 15’-0”

34
’-

0”
15

’-
0”

29
’-

0”
15

’-
0”

On the upper floors, the metal panel carved 
reveals on the east and west facades are 
gently washed with a concealed linear cove 
light to provide interest at the recesses 
in the facade. The top floor amenity 
space is subtly highlighted with uplight 
fixtures washing a warm glow over the 
canopy soffit creating a beacon visible 
from the surrounding neighborhood.

T2   

T 2    CO N T I N U O U S  L I N E A R

        S O F F I T  WA S H                                                                            

1” = 30’0”EXTERIOR LIGHTING  UPPER LEVELS 

TYPICAL UPPER LEVEL

LEVEL 9

TENANT SPACE

TENANT SPACEAMENITY

B
A

L
C

O
N

Y

CO N T I N U O U S  L I N E A R 

WA L L  WA S H  AT  CA RV E D 

R E V E A L S

SW AXONOMETRIC

NE AXONOMETRIC

METAL PANEL CARVED 
REVEAL, WALL WASH 

FIXTURE, TYPICAL ON 
EAST AND WEST FACADE
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79 Trenton Avenue, Frenchtown NJ  08825
© Copyright 2018 Designplan Lighting, Inc.

sales@designplan.com
www.designplan.com

P:  908-996-7710
F:  908-996-7042

Published: April 22, 2019 1 of 3

Job Name/Date: Fixture Type Designation:

datasheet

SMOOTHY 5.4

Fixture Dimensions

The Smoothy 5.4 is a walkover rated LED ingrade uplight for outdoor 
use with no visible screws. Can also be a downlight when used with the 

TECHNICAL DATA

ORDERING INFORMATION 
Example: SY5400FMI.  Accessories / Power Supplies ordered separately.

Wattage / Input
Power Supply
Construction

Cable Length: 4.9’ standard 
CCT 2700K, 3000K, 4000K
CRI
Delivered Lumens See Delivered Lumens Chart

Optics
Finishes
Fixture Dimensions
Cut-out Dimension
Fixture Weight
LED Source 1 High Power Density COB LED
Lumen Maintenance
Color Consistency
Operating Temp.
IP Rating
IK Rating

Ø4.29"

Ø3.78"

2.44"

0.12"

2.83"

Delivered Lumens 
(3000K, 38
CRI 80
CRI 90

SY540

Model No. Wattage CRI CCT Optics Trim

SY540 0 0 F S I 
1 1 5 M C 

9 L (consult factory for “C”)
P 
K 
W 
D 

79 Trenton Avenue, Frenchtown NJ  08825
© Copyright 2018 Designplan Lighting, Inc.

sales@designplan.com
www.designplan.com

P:  908-996-7710
F:  908-996-7042

Published: April 22, 2019 2 of 3

Job Name/Date: Fixture Type Designation:

datasheet

SMOOTHY 5.4
POWER SUPPLIES 

For other power supply options consult factory.

Part Number Description Input/Output # of Fixtures
10W  /  13W

PPLT00056 Non-Dim 120-277VAC to 24VDC, 26W, Class 2, IP66 1-2 1-1

PPLT00157 Non-Dim 120-277VAC to 24VDC, 60W, Class 2 1-4 1-3

PPLT00143 0-10V Dimming to 10% 120-277VAC to 24VDC, 96W, Class 2, IP64 1-7 1-5

PPLT00158 Non-Dim 120-277VAC to 24VDC, 100W, Class 2 1-8 1-6

PPLT00543 0-10V Dimming to 10% 120-277VAC to 24VDC, 100W, Class 2 1-8 1-6

Power Supply Installation Accessories Anti-Glare Accessories

POWER SUPPLY / ACCESSORIES ORDERING 

ACCESSORIES
Installation

ACCESSORIES
Anti-Glare

WH0206 
Honeycomb Louvre
Not available for sharp, diffuse, 
and 16°x69° optics

4.57"

Ø4.21"

Ø3.86"

WC4050 
Outer Casing
For ingrade use

WL0500 

removal tool

WG0505
Fixing spring
For ceiling use

WE0702S 

half serigraphed black
Not available for diffuse optics

WE0201

CUT SHEETS  EXTERIOR LIGHTING  T1
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OVERVIEW • SPECIFICATIONS • ORDERING INTERIOR + EXTERIOR  |  L50 LOL

DATE P ROJ EC T FI R M T Y PE

1/3ECOS E NSE LIG HTING .COM

P • 310.496 . 6255
F • 310.496 . 6256
T • 855.632.6736

855.6 . ECOSEN

ECOSENSE LIGHTING INC.
837 NORTH SPRING STREET
SUITE 103
LOS ANGELES, CA 90012

20190314

SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 
VISIT ECOSENSELIGHTING.COM FOR THE MOST CURRENT SPECIFICATIONS. 
FOR A LIST OF PATENTS VISIT ECOSENSELIGHTING.COM/IP-PORTFOLIO/

©2019 ECOSENSE LIGHTING INC. ALL RIGHTS RESERVED. ECOSENSE, THE 
ECOSENSE LOGO, TRoV, TROV AND ECOSPEC ARE REGISTERED TRADEMARKS 
OF ECOSENSE LIGHTING INC. 

RISE™, SLIM COVE™, FREEDOM TO CREATE™, MACRO™, FLIP-TO-FLAT™ ARE 
TRADEMARKS OF ECOSENSE LIGHTING INC.

OPTICSCRI

80
90*
Blank For Color

CCT

WHITE
CCT
22
27 
30
35
40
50

POWER

02
04
06
08
10
12

LENGTH

12"
48"

INTERIOR/
EXTERIOR

I
E

MODEL/
SIZE

L50

VOLTAGE

MULT
(120-277V)

MONO
COLOR
GR****
BL
AM
RD***

THE L50 INCLUDES PATENTED OPTICAL DESIGN THAT 

DELIVERS THE WIDEST RANGE OF BEAM ANGLE OPTIONS 

FOR PRECISE COVE, WALL GRAZING, WALL WASHING 

OR LINE OF LIGHT APPLICATIONS. EXCLUSIVE FLIP TO 

FLAT™ HINGE DESIGN PROVIDES FLEXIBILITY WHEN 

MANAGING SMALL COVE DETAILS. TROV OFFERS 

SMOOTH, FLICKER FREE DIMMING DOWN TO 0%.

FEATURES :

• DIM TO 0%, ELV REVERSE PHASE

• 24 BEAM ANGLES

• MULTI-VOLT

• FLIP TO FLAT™

• 6 CCT OPTIONS

• 80+ AND 90+ CRI OPTIONS

• IP54 INTERIOR AND IP66 EXTERIOR OPTIONS

PERFORMANCE WATTS OPTIC LUMEN OUTPUT EFFICACY

COLOR RENDERING INDEX 80+, 90+

COLOR CONSISTENCY 2-STEP MACADAM ELLIPSE

LUMEN DEPRECIATION / RATED LIFE WATTS  L70 @ 25C  L70 @ 50C  L90 @ 25C  L90 @ 50C *CALCULATIONS FOR LED FIXTURES ARE BASED 
ON MEASUREMENTS THAT COMPLY WITH IES LM-80 
TESTING PROCEDURES AND IES TM-21 CALCULATOR2W-12W  >150,000  >70,000  >50,000  >25,000

2W LOL 110 Im/LF ( 207 lm/m ) 55 Im/W

4W LOL 302 Im/LF ( 567 lm/m ) 76 Im/W

6W LOL 482 Im/LF ( 909 lm/m ) 80 Im/W

8W LOL 675 Im/LF ( 1210 lm/m ) 84 Im/W

10W LOL 785 Im/LF ( 1430 lm/m ) 79 Im/W

12W LOL 923 Im/LF ( 1643 lm/m ) 77 Im/W

ALL LUMEN DATA IS FROM 4000K 80CRI FIXTURES. PLEASE SEE PHOTOMETRY SPEC SHEET FOR ADDITIONAL LUMEN DATA.

* CALCULATIONS FOR LED FIXTURES ARE BASED ON MEASUREMENTS THAT COMPLY WITH IES LM-80 TESTING PROCEDURES AND IES TM-21 CALCULATOR

ELECTRICAL

POWER FACTOR 4W, 6W, 8W, 10W, 12W >0.9, 2W<0.9

STARTUP TEMPERATURE -40˚F TO 122˚F (-40˚C TO 50˚C)

OPERATING VOLTAGE MULTIVOLT: 110-277VAC, 50/60 Hz

OPERATING TEMPERATURE -40˚F TO 122˚F (-40˚C TO 50˚C)

DRIVER INTEGRAL TO FIXTURE; DE-RATED POWER AND SYNCHRONOUS START-UP AT FULL BRIGHTNESS

STORAGE TEMPERATURE -40˚F TO 176˚F (-40˚C TO 80˚C)

MAX FIXTURE RUN LENGTH 2W/LF 4W/LF 6W/LF 8W/LF 10W/LF 12W/LF

Volts
Max Run 

all 1’
Max Run 

all 4’
Max Run 

all 1’
Max Run 

all 4’
Max Run 

all 1’
Max Run 

all 4’
Max Run 

all 1’
Max Run 

all 4’
Max Run 

all 1’
Max Run 

all 4’
Max Run 

all 1’
Max Run 

all 4’

120 214 214 186 186 152 152 114 114 91 91 76 76

220 374 392 340 340 277 277 209 209 95 167 95 139

277 374 494 374 428 349 349 263 263 95 190 95 175

POWER CONSUMPTION 2W*/LF (6.6W/M) ; 4W/LF (13.2W/M) ; 6W/LF (19.8W/M) ; 8W/LF (26.4W/M) ; 10W/LF (33W/M) ; 12W/FL (39.6W/M)   
* 3W/LF (9.9W/M) at 220V -277V 

GRAZING
9 x 9
9 x 17
9 x 29
9 x 59
15 x 15
15 x 23
15 x 35
15 x 65

COVE
120**
Asym

LINE OF LIGHT
LOL

WASHING
25 x 25
25 x 33
25 x 45
25 x 75
39 x 9
55 x 25
40 x40
40 x 48
40 x 60
40 x 90
45 x 15
70 x 40
70 x 70

EXAMPLE: L50-I-48-10-27-90-MULT-15x65    *90 CRi not available in 2200K or 5000K    **120 is only available with Exterior option.  See L35 spec sheet for interior 
cove options. ***Red is not available in 12W or 10W. ****Green is not available in 12W.

OVERVIEW • SPECIFICATIONS • ORDERING INTERIOR + EXTERIOR  |  L50 LOL

DATE P ROJ EC T FI R M T Y PE

2/3ECOS E NSE LIG HTING .COM

P • 310.496 . 6255
F • 310.496 . 6256
T • 855.632.6736

855.6 . ECOSEN

ECOSENSE LIGHTING INC.
837 NORTH SPRING STREET
SUITE 103
LOS ANGELES, CA 90012

20190314

SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 
VISIT ECOSENSELIGHTING.COM FOR THE MOST CURRENT SPECIFICATIONS. 
FOR A LIST OF PATENTS VISIT ECOSENSELIGHTING.COM/IP-PORTFOLIO/
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ETC control systems require 0-10V control using EcoSense LDCM. TROV will not work with ETC phase dimmers.
CONTROL DIMMING 110-277VAC, ELV TYPE 0.07%-100%, REVERSE PHASE, TRAILING EDGE

PHYSICAL

HOUSING /LENS EXTRUDED ALUMINUM; UV STABILIZED POLYCARBONATE; STAINLESS STEEL 
FASTENERS; PLASTIC ENDCAPS RUBBER OVERMOLD FOR CABLE ASSEMBLY

ENVIRONMENT INDOOR • ETL CERTIFIED FOR DRY/DAMP LOCATIONS IP54
OUTDOOR • ETL CERTIFIED FOR WET LOCATIONS IP66
IMPACT RATED TO IK10

DIMENSIONS W 1.6” x H 2” x L 12”/48” ;  (41.6mm x 50.5mm x 304.7mm/1201mm) 

WEIGHT 1.52LBS / 0.69KG (1FT) ; 4.95LBS / 2.25KG (4FT) 

CONNECTORS INTEGRAL MALE/ FEMALE CONNECTORS

BEAM ANGLE GRAZING, WASHING, COVE, ASYMMETRIC, LINE OF LIGHT

MOUNTING OPTIONS INTEGRAL MOUNTING AND ADJUSTABLE AIMING FROM 0˚-180˚ IN 15˚ INCREMENTS

LIMITED WARRANTY 5 YEARS

0-10V CONTROL OPTIONS

All products come standard with ELV dimming capabilities.  0-10V Control options required for operation at 0-10V. 
100-120VAC / 277VAC Linear Dimming Control Module 0-10V - Plenum Rated ................. LDCM-PL-120-277-010V-GR

OPTIONAL ACCESSORIES

Mounting
Mounting Track and Clips Set, 48 Inch Track, 8 Clips ...... MNT-L-TRKCLIP-48 .......48” track and clips set will work with one 48” fixture or four 12” fixtures.                 
Mounting Track and Clips Set, 12 Inch Track, 2 Clips..........MNT-L-TRKCLIP-12 .......12” track will not work with 48” fixtures.   
Mounting Track Clip, TROV, Set of 2........................................................ MNT-L-CLIP .......Clips needed = 12” fixtures need 1 set of 2 and 48” fixture needs 2 sets of 2.
90 Degree L bracket, TROV, Set of 2 .....................................................MNT-L-LBKT .......L-Brackets needed = 12” fixtures need 1 set of 2 and 48” fixture needs 1 set of 2.
Angle Locking Clip, TROV, Pack of 10.........................................MNT-L-ANGLOCK .......Angle Locks needed = 12” fixtures need 1 and 48” fixtures need 2.

(Must order separately)
Mounting, Fine Adjustment Bracket, TROV .......................................... MNT-L-FAB .......Fine Adjustment Brackets needed = 12” fixtures need 1 and 48” fixtures need 2.
*Fine Adjustment Bracket is highly recommended for Grazing Optics.

Mounting, Fine Adjustment L-Bracket, TROV ....................................MNT-L-LFAB .......Fine Adjustment L-Brackets needed = 12” fixtures need 1 and 48” fixtures need 2.
*Fine Adjustment L-Bracket is recommended for Asymetric Optics when aiming is needed.

Snap-on Lenses
Snap-on Lens, Frosted, 12 inch,  L50 ...................................LENS-L50-FROST-12
Snap-on Lens, Frosted, 48 inch,  L50.................................LENS-L50-FROST-48
Snap-on Lens, Clear, 12 inch,  L50.........................................LENS-L50-CLEAR-12
Snap-on Lens, Clear, 48 inch,  L50 .....................................LENS-L50-CLEAR-48

Snap-on Lenses need = One 12” lens is needed per 12” fixture and one 48” lens 
is needed per 48” fixture. Snap on Lenses will not work with the asymmetric 
fixture.  Clear lenses can be used to hold colored filters to customize the output 
color of any TROV fixture, except the ASYM.  Color filters supplied by others.

Wall Mount Arm
Wall Mount Arm, 6 inch, TROV ........................................................... WMA-L-CA-06
Wall Mount Arm, 12 inch, TROV............................................................ WMA-L-CA-12
Wall Mount Arm, 18 inch, TROV............................................................WMA-L-CA-18
Wall Mount Arm, 24 inch, TROV..........................................................WMA-L-CA-24
Wall Mount Arm End Plate Set, TROV, Includes Left and Right.......WMA-L-END
Wall Mount Arm Joiner Plate, TROV ......................................................WMA-L-JNR

Wall Mount Arms needed = For individual fixture installations two arms and one 
end set will be needed per fixture. For continuous run installation one endset will 
be needed per run. Each end set contains one left and one right end plate. One 
joining set wll be needed per joint. One arm per fixture will be need plus one extra 
arm to complete the run. For example: A 10ft run made with two 4ft and two 1ft 
fixtures will contain; 1 x WMA-L-END, 3 x WMA-L-JNR, and 5 x WMA-L-CA-12. 
Leader cables are not included with wall mount arms, end sets, or joiners sets.

Louvers
Louver, Asymmetric, 12 inch, L50 ...................................... LV-L50-ASYM-12
Louver, Asymmetric, 48 inch, L50 .................................... LV-L50-ASYM-48
Louver, Symmetric, 12 inch, L50 ........................................... LV-L50-SYM-12
Louver, Symmetric, 48 inch, L50 ......................................... LV-L50-SYM-48
Louver, Honeycomb, 12 inch, L50 ................................... LV-L50-HCOMB-12
Louver, Honeycomb, 48 inch, L50 ................................. LV-L50-HCOMB-48

Louvers Needed = One 12” louver is needed per 12” fixture and one 48” louver is 
needed per 48” fixture.  48” louver is made up of four 12” louvers.  
Louvers cannot be used with the asymmetric fixture

FIXTURE RATING & 

CERTIFICATIONS

CE, ETL CERTIFIED

RoHS COMPLIANT

ENERGY STAR COMPLIANT

RCM CERTIFIED

RoHS
COMPLIANT

*Two (2) terminators are included with the 10’ and 50’ power cable. One Leader need  per circuit/fixture run. Cables are not plenum rated.
** If using the 5’ or 1’ power cable assembly as a leader to power a run one set of CBL-3P-L-UNV-CAPS will also be need per cable.

WIRING OPTIONS (MVOLT): 110-277VAC

Power Cable Assembly, TROV, Leader/Jumper, 10 foot......................................................................CBL-3P-L-UNV-10* 
Power Cable Assembly, TROV, Leader/Jumper, 50 foot.....................................................................CBL-3P-L-UNV-50*
Power Cable Assembly, TROV, Jumper, 5 foot........................................................................................CBL-3P-L-UNV-05**
Power Cable Assembly, TROV, Jumper, 1 foot ........................................................................................CBL-3P-L-UNV-01**
Power Cable Assembly, TROV, Male and Female terminator caps.................................................CBL-3P-L-UNV-CAPS
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OPTIONAL ACCESSORIES

Masking Plates
Masking Plate, 3 inch high, 12 inch, L50 & L35 ....................... MP-L50-3H-12
Masking Plate, 3 inch high, 48 inch, L50 & L35 .................... MP-L50-3H-48

Masking Plates needed = One 12” lens is needed per 12” fixture and one 48” lens 
is needed per 48” fixture.  

Landscape Stake
Landscape Stake, 6 inch, TROV, Set of 2 .................................. LS-L-STK-06
Landscape Stake, 12 inch, TROV, Set of 2 .................................. LS-L-STK-12
Landscape Stake, 18 inch, TROV, Set of 2 ................................. LS-L-STK-18

Landscape Stakes needed = 12” and 48” fixtures both need one set of 2.

   12
[304.8]

 1.64
[41.7] 

 1.64
[41.7] 

    2
[50.2]

1.64
 [41.6]

1.64

[ASYMMETRIC]

 [41.6]

1.99
 [50.5]

2.25
 [57.1]

2.64
 [67.0]

90°

1.38
 [34.9] 1.53

[38.9]

2.21
 [56.1]

2.59
 [65.9]45°

2.90
 [73.7] 2.90

 [73.7]

47.3
 [1201]

180° 180°

2.14
[54.5]

[ASYMMETRIC]

6.00

Ø 0.22

[5.52]

[151.7]

0.
87

[2
2.

1]

2.01
[51.1]

1.00
[25.4]

2.01
[51.1]

1.00
[25.4]

0.
40

[1
0.

2]

0.27 0.13
[6.89  3.30]

29.3
 [744.6]

41.3
 [1049]

6.00
[151.7]

6.00
[151.7]

* 4FT FIXTURE

1.93
 [48.9]

2.47
 [62.8]

0.61
 [15.5]

1.68
 [42.8]

2.50
 [63.4]

2.78
 [70.7]

2.66
 [67.5]

2.84
 [72.2]

3.22
 [81.9]

2.30
 [58.5]

15° 15° 15° 15°

15° 45° 75°
165°

Fine Adjustable Bracket:

Wire Box
Conduit Connection, Wire Box, TROV, Interior Only, L50 ...........CC-L-WIREBOX Wire box can be used instead of a leader cable to start a run. 1/2” conduit 

fitting can attach directly to the box on one end and the fixture to the other.

DIMENSIONS + MOUNTING

CUT SHEETS & DETAIL  EXTERIOR LIGHTING  T2

DETAIL  T2 FIXTURE AT CARVED REVEALS

MP-1E EXTRUDED ALUMINUM CHANNEL


