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Refurbish exist. planting areas in R.O.W. w/ ornamental 
grasses, david viburnum and boxwood
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Flowering pear

Lavender

RoseFlowering pear

David viburnum

David viburnum

Boxwood

Boxwood Nandina Lavender

CandytuftFountain grass

Fountain grass

Nandina

 Maiden grass

Vine maple 

Star jasmine Liriope Spreading rush Douglas iris

Green ash

Sweet box

David viburnum

SE River Drive SW Entry

SW Moody SW Hall

Trellis Planter

SE River Parkway

Stormwater planters

Exist. oak trees to remain

Stormwater 
planter w/ Vine 
maple, spreading 
rush & douglas 
iris

Terraced water trays 
& stainless steel 

cable trellis 

Street light, typ.

Concrete
paving, typ.

Summit green ash trees
& sweetbox

Flowering 
pear trees & 

boxwood 

Conc. scoring 
pattern at vault 
to match 
sidewalk

Green ash trees,
ornamental 
grasses & nandina

Nandina

Lavender & 
roses

Flowering pear
tree

Stormwater 
planter

spreading rush
Japanese spirea

& douglas iris

Bike 
parking 

area

Nandina & 
David  viburnum

Raised conc. planters, stepped
w/ nandina, boxwood, ornamental grasses & candytuft

Raised painted 
steel planter 

wraps corner



Low shrubs in painted steel planter
Vines in painted steel planter
Stainless steel cable trellis

Terraced stainless steel water trays
Street  trees shown in front
Understory plantings not shown for clarity

Street trees shown in front
Stormwater plantings not shown 
for clarity
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Stainless steel cable trellis
Painted steel planter

Star jasmine vines

Stainless steel water tray with 
perforated bottom plate for 
water droplets, typ of 4

Painted steel water basin

Painted steel 
water basin

Scupper from 2nd level pool

HYATT HOUSE  SW River Drive & SW River Parkway  Riverplace Hotel Investors  10.23.2014 DESIGN REVIEW #LU 14-162150 DZ C29STREETSCAPE EAST ELEVATION PARTIAL



HYATT HOUSE  SW River Drive & SW River Parkway  Riverplace Hotel Investors  10.23.2014 DESIGN REVIEW #LU 14-162150 DZ C30TERRACED WATER TRAYS - PERSPECTIVE



6’
 -

 8
"

4’
 -

 0
"

4’
 -

 0
"

Strreet Level

2nd Level

Scupper 

Pool with bubblers

Decking

Guardrail

Stainless steel water tray, typ.

Star jasmine vine

Planter 
& water basin
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Concrete seat wallConcrete planter Concrete planter

Concrete stormwater planter

Terraced 
water tray

Pedestal pavers Ipe wood decking

Pool

Scupper

Guardrail
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2384 LED 11.2 W  LED 121�2 23�4 21�2

Recessed wall luminaires with directed light

Type:
BEGA Product:

Project:
Voltage:

Color:
Options:

Modified:

BEGA-US  1000 BEGA Way, Carpinteria, CA 93013  (805) 684-0533  FAX (805) 566-9474   www.bega-us .com      
©copyright BEGA-US 2011    Updated 10/12

A

B

C

Housing: Constructed of die-cast and aluminum with integral 
wiring compartment. Mounting tabs provided.

Enclosure: One piece die-cast aluminum faceplate. Clear 
tempered glass; .125" thick, machined flush to faceplate 
surface. Faceplate is secured by two (2) flush, socket head, 
stainless steel captive screws threaded into stainless steel 
inserts in the housing casting. Continuous high temperature, 
molded silicone rubber gasket for weather tight operation.

Electrical: 11.2 W LED luminaire, 14.5 total system watts, 
-30°C start temperature. Integral 120 V-277 V electronic LED 
driver, 0 -10 V dimming.The LED and driver are mounted on 
a removable plate for easy replacement. Standard LED color 
temperature is 3000K (available in 4000K; add suffix K4).  
Note: Due to the dynamic nature of LED technology, LED 
luminaire data on this sheet is subject to change at the 
discretion of BEGA-US. For the most current technical data, 
please refer to www.bega-us.com.

Finish: Available in four standard BEGA colors: Black (BLK);  
White (WHT); Bronze (BRZ); Silver (SLV). To specify, add 
appropriate suffix to catalog number. Custom colors supplied 
on special order.

UL listed, suitable for wet locations and for installation within 3 
feet of ground. IC rated. Protection class: IP65.

Luminaire Lumens: 342 
Tested in accordance with LM-79-08
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Pedestal pavers

Pedestal pavers

Guardrail

Extensive 
green roof/

sedums

Blue fescue grass, typ 

Vine maple Viburnum

Sword fern Oak leaf H.

Sedums

Guardrail Seatwall

Pedestal PaversWood Decking

Liriope

Juncus

Nandina

Forest grass
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Ferns, shrubs & 
groundcover 

Edging

Wood decking (ipe)

Seating & tables, typ.

Umbrella, typ.
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green roof
/sedums

Guardrail

Terraced water trays on 
exterior east wall (4)

Water basin at street 
level

Guardrail

Shrubs & ornamental grasses, typ.

Vine maples, typ.

Water feature 
w/ low bubblers & 
scupperConcrete 
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Concrete 
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Flowering pear tree Concrete raised 
planter, stepped, typ.

Exist. tree to remain &
refurbished planting area
(plants proposed in R.O.W. 
not shown for clarity), typ.

Painted steel raised 
planter, wraps corner
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HYATT HOUSE PARCEL 8
21DR ENTRY CORNERBUILDING PERMIT / CONSTRUCTION DOCMENTS

 1/4" = 1'-0" 3SOUTH ENLARGED ELEVATION
 1/4" = 1'-0" 2SECTION @ CURTAINWALL
1/8" = 1'-0"1/8" = 1'-0"

 1/4" = 1'-0" 1SECTION @ RECESS
1/8" = 1'-0"
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HYATT HOUSE PARCEL 8
BUILDING PERMIT /
CONSTRUCTION DOCMENTS DR 13PLAN - LEVEL 1
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